
Ç§¨ÃÃËÑÊÁÍÃìÊªØ´¹Õéà»ç¹Ç§¨Ã¡Óà¹Ô´àÊÕÂ§ ·ÕèàËÁÒÐ¡Ñº¼Ùé·ÕèÊ¹ã¨àÃÕÂ¹ 

ÃÙé·Ò§´éÒ¹ÍÔàÅç¡·ÃÍ¹Ô¡Êì à¾ÃÒÐà»ç¹Ç§¨Ã·ÕèÊÃéÒ§§èÒÂãªé·Ø¹¹éÍÂáÅÐ·Ó 

¤ÇÒÁà¢éÒã¨ã¹¡ÒÃ·Ó§Ò¹¢Í§Ç§¨Ãä´é§èÒÂ à¹×èÍ§ÁÒ¨Ò¡ÁÕÍØ»¡Ã³ì·Õè¹éÍÂ 

ÃÇÁ·Ñé§ÂÑ§ä´éÃÑº¤ÇÒÁÃÙéà¡ÕèÂÇ¡ÑºÃËÑÊÁÍÃìÊÍÕ¡ é́ÇÂ

¢éÍÁÙÅ·Ò§´éÒ¹à·¤¹Ô¤

- ãªéáËÅè§¨èÒÂä¿¢¹Ò´ 9 âÇÅ·ì´Õ«Õ

- ¡Ô¹¡ÃÐáÊÊÙ§ÊØ´»ÃÐÁÒ³ 35 ÁÔÅÅÔáÍÁ»ì

- ÁÕà¡×Í¡ÁéÒäÇéÊÓËÃÑº»ÃÑº¤ÇÒÁ¶ÕèàÊÕÂ§ä´é

- ¢¹Ò´á¼è¹Ç§¨Ã¾ÔÁ¾ì : 1.95 x 1.08 ¹ÔéÇ 

¡ÒÃ·Ó§Ò¹¢Í§Ç§¨Ã

àÁ×èÍàÃÒ·Ó¡ÒÃ¡´ÊÇÔµ«ì SW ¤éÒ§àÍÒäÇé áÃ§´Ñ¹¨Ò¡áËÅè§¨èÒÂä¿ ¨Ð¶Ù¡ 

Êè§ä»à¢éÒªØ´¡Óà¹Ô´¤ÇÒÁ¶Õè ·ÓãËéÇ§¨Ã·Ó§Ò¹ â´ÂÁÕ TR1, TR2 µèÍà»ç¹ 

Ç§¨Ã¡Óà¹Ô´¤ÇÒÁ¶ÕèáººÁÑÅµÔäÇàºÃàµÍÃì «Öè§¤ÇÒÁ¶Õè·ÕèÊÃéÒ§¢Öé¹ÁÒ¹Õé¨Ð¢Öé¹ 

ÍÂÙè¡Ñº VR1, R2, R3, C2 áÅÐ C3 ¤ÇÒÁ¶Õè´Ñ§¡ÅèÒÇ¨Ð¶Ù¡Êè§ÍÍ¡ÁÒ·Ò§¢Ò 

E ¢Í§ TR2 ä»à¢éÒ¢Ò B ¢Í§ TR3 à¾×èÍ·Ó¡ÒÃ¢ÂÒÂ¤ÇÒÁ¶ÕèãËéáÃ§¢Öé¹ 

¡èÍ¹Êè§ÍÍ¡ä»·Ò§ÅÓâ¾§µèÍä»

¡ÒÃ»ÃÐ¡ÍºÇ§¨Ã

ÃÙ»¡ÒÃÅ§ÍØ»¡Ã³ìáÅÐ¡ÒÃµèÍÍØ»¡Ã³ìÀÒÂ¹Í¡áÊ´§äÇéã¹ÃÙ»·Õè 2 ã¹ 

¡ÒÃ»ÃÐ¡ÍºÇ§¨Ã¤ÇÃ¨ÐàÃÔèÁ¨Ò¡ÍØ»¡Ã³ì·ÕèÁÕ¤ÇÒÁÊÙ§·Õè¹éÍÂ·ÕèÊØ´¡èÍ¹ 

à¾×èÍ¤ÇÒÁÊÇÂ§ÒÁáÅÐ¡ÒÃ»ÃÐ¡Íº·Õè§èÒÂ â´ÂãËéàÃÔèÁ¨Ò¡ä´âÍ´µÒÁ´éÇÂ 

µÑÇµéÒ¹·Ò¹áÅÐäÅè¤ÇÒÁÊÙ§ä»àÃ×èÍÂæ ÊÓËÃÑºÍØ»¡Ã³ì·ÕèÁÕ¢ÑéÇµèÒ§æ àªè¹ 

ä´âÍ´, ¤Ò»Ò«ÔÊàµÍÃìáººÍÔàÅç¡·ÃÍäÅµìáÅÐ·ÃÒ¹«ÔÊàµÍÃì à»ç¹µé¹ ¤ÇÃ 

ãªé¤ÇÒÁÃÐÁÑ´ÃÐÇÑ§ã¹¡ÒÃ»ÃÐ¡ÍºÇ§¨Ã ¡èÍ¹¡ÒÃãÊèÍØ»¡Ã³ìàËÅèÒ¹Õé¨Ð 

µéÍ§ãËé¢ÑéÇ·Õèá¼è¹Ç§¨Ã¾ÔÁ¾ì¡ÑºµÑÇÍØ»¡Ã³ìãËéµÃ§¡Ñ¹ à¾ÃÒÐ¶éÒËÒ¡ãÊè¡ÅÑº 

¢ÑéÇáÅéÇ ÍÒ¨¨Ð·ÓãËéÍØ»¡Ã³ìËÃ×ÍÇ§¨ÃàÊÕÂËÒÂä´é ÇÔ¸Õ¡ÒÃ´Ù¢ÑéÇáÅÐ¡ÒÃãÊè 

ÍØ»¡Ã³ì¹Ñé¹ä´éáÊ´§äÇéã¹ÃÙ»·Õè 3 áÅéÇ ã¹¡ÒÃºÑ´¡ÃÕãËéãªéËÑÇáÃé§¢¹Ò´äÁè 

à¡Ô¹ 40 ÇÑµµì áÅÐãªéµÐ¡ÑèÇºÑ´¡ÃÕ·ÕèÁÕÍÑµÃÒÊèÇ¹¢Í§´ÕºØ¡áÅÐµÐ¡ÑèÇÍÂÙè 

ÃÐËÇèÒ§ 60/40 ÃÇÁ·Ñé§¨ÐµéÍ§ÁÕ¹ÓéÂÒ»ÃÐÊÒ¹ÍÂÙèÀÒÂã¹µÐ¡ÑèÇ´éÇÂ ËÅÑ§ 

¨Ò¡·Õèä´éãÊèÍØ»¡Ã³ìáÅÐºÑ´¡ÃÕàÃÕÂºÃéÍÂáÅéÇ ãËé·Ó¡ÒÃµÃÇ¨ÊÍº¤ÇÒÁ¶Ù¡- 

µéÍ§ÍÕ¡¤ÃÑé§Ë¹Öè§ à¾×èÍãËéà¡Ô´¤ÇÒÁÁÑè¹ã¨á¡èµÑÇàÃÒàÍ§ áµè¶éÒà¡Ô´ãÊèÍØ»¡Ã³ì 

¼Ô´µÓáË¹è§ ¤ÇÃãªé·Õè´Ù´µÐ¡ÑèÇËÃ×ÍÅÇ´«ÑºµÐ¡ÑèÇ à¾×èÍ»éÍ§¡Ñ¹¤ÇÒÁàÊÕÂ- 

ËÒÂ·ÕèÍÒ¨¨Ðà¡Ô´¡ÑºÅÒÂÇ§¨Ã¾ÔÁ¾ìä´é 

¡ÒÃ·´ÊÍº

·Ó¡ÒÃ¨èÒÂä¿µÃ§¢¹Ò´ 9 âÇÅ·ì µèÍà¢éÒÇ§¨Ã ¨Ò¡¹Ñé¹·Ó¡ÒÃ¡´ 

ÊÇÔµ«ì SW ¤éÒ§àÍÒäÇé àÃÒ¨Ðä´éÂÔ¹àÊÕÂ§ÍÍ¡ÁÒ¨Ò¡ÅÓâ¾§¾ÃéÍÁ¡Ñº LED 

µÔ´ÊÇèÒ§ ·´ÅÍ§»ÃÑºà¡×Í¡ÁéÒ VR1 ¤ÇÒÁ¶Õè¢Í§àÊÕÂ§·ÕèÍÍ¡ÁÒ¨Ðà»ÅÕèÂ¹ 

á»Å§µÒÁ¡ÒÃ»ÃÑº ¶éÒà»ç¹ä»µÒÁ¹Õé áÊ´§ÇèÒ Ç§¨Ã¾ÃéÍÁãªé§Ò¹ áÅéÇ 

Here is an ideal unit for radio clubs and scouting groups to 

practice sending and interpreting messages using the historic 

"Morse Code". This kit includes a speaker and tact switch.

Technical data

- Power supply : 9VDC.

- Electric current consumption : 35mA (max.)

- Adjust sound frequency with trimmer potentiometer.

- IC board dimension : 1.95 in x 1.08 in. 

How does it work 

When press switch SW firmly, voltage from power supply 

source will be sent to a frequency generator set. The circuit will 

start working from TR1 and TR2 are being assembled in the 

form of multi-vibrator frequency circuit. The generated 

frequency depends upon VR1, R2, R3, C2 and C3. The said 

frequency will be sent out from the emitter of TR2 to the base of 

TR3 for amplifying a stronger frequency prior to sending out to 

the speaker.

PCB assembly

The assembly of components is shown in Fig. 2. For good 

looking and easy assembly, the shorter components should be 

first installed - starting with low resistant components and then 

the higher. An important thing is that diodes, electrolyte 

capacitors, and transistors shall be carefully assembled before 

mounting them onto their right anode/cathode of the IC board 

otherwise it might cause damage to the components or the 

circuit. Configuration of the anode and the cathode is shown in 

Fig 3. Use the soldering iron/gun not exceeding 40 watts and the 

solder of tin-lead 60:40 with flux within. Recheck the correctness 

of installation after soldering. In case of wrong position, just use 

lead absorber or lead extractor wire to avoid probable damage to 

the IC.

Testing

Supply voltage of 9VDC to the circuit, and then firmly press 

the switch SW. Sound from the speaker and brightly lit LEDs are 

noticed. Trying to adjust the trimmer potentiometer VR1, noise 

level frequency will be varied according to the adjustment. Those 

results will show that the circuit is workable.
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Figure 2.
Circuit Assembling

LEVEL 1

MORSE CODE KEYER WITH SPEAKER

Ç§¨ÃÃËÑÊÁÍÃ‹Ê ¾ÃˆÍÁÅÓâ¾§

CODE 938

NOTE:

 FUTURE BOX FB17 is suitable for this kit.

ËÁÒÂàËµØ: ¨Ò¡µÒÃÒ§·Õè 1 µÃ§ªèÍ§ÃËÑÊÁÍÃìÊ ÊÑ- ÅÑ¡É³ì·Õèà»ç¹¨Ø´ ¨Ðá·¹àÊÕÂ§´Ôê´ËÃ×ÍàÊÕÂ§ÊÑé¹

ÊèÇ¹ÊÑ- ÅÑ¡É³ì·Õèà»ç¹¢Õ´ ¨Ðá·¹àÊÕÂ§´ÒËÃ×ÍàÊÕÂ§ÂÒÇ

Figure 1.
The Morse Code Keyer
With Speaker Circuit
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Morse code: A system for sending messages, using combinations of long and short sound

or flashes of light to represent letters of the alphabet and numbers.

µÒÃÒ§·Õè 1 áÊ´§ÃËÑÊÁÍÃìÊ¢Í§áµèÅÐµÑÇÍÑ¡ÉÃ

Table of the Morse Code Letters and Numerals.
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Character Code Character Code

RESISTOR ELECTROLYTIC
CAPACITOR
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Figure 3. Installing the components


