
V4 Type Sub Miniature Microswitch

CSM405 SpecificaTion

Rating

Contact resistance

Insulation strength

Electrical Life

Temperature range

Material   Case

  Button

  Actuator

  Contacts

Terminals

5A/250VAC (10A to order)

50mΩ max

100MΩ min/500VDC

50,000 operations min

 -10°C to +125°C

PBT

PPS

Stainless steel

AgNi10

Brass alloy H65 Silver Plated

CSM40500-

CSM40510-

CSM40511-

CSM40520-

CSM40530-

CSM40540-

CSM40550-

CSM40570-

CSM40580-

CSM40581-

operaTing 

force Max 

1.5N

0.25N

0.25N

0.2N

0.25N

0.25N

0.1N

releaSe 

force Max 

0.3N

0.04N

0.06N

0.03N

0.04N

0.04N

0.02N

operaTing 

poSiTion

8.6 ± 0.4mm

8.9 ± 1mm

8.9 ± 1mm

9.6 ± 2mm

12 ± 1.2mm

15.2 ± 1mm

9.8 ± 1.5mm

pre TraVel 

Max

0.8mm

4.6mm

5mm

7.5mm

4.7mm

4.8mm

8mm

MoVeMenT 

DifferenTial

0.2mm

0.8mm

0.8mm

1.5mm

0.8mm

0.9mm

2.5mm

acTuaTor STyle

Button

Short Lever

Short Upturned Lever

Standard Lever

Long Lever

Simulated  Roller

Standard Roller

Wave Lever

Extra Long Lever

Extra Long Stepped Lever

oVer TraVel 

Min

0.5mm

0.8mm

1.2mm

1.6mm

1.2mm

1.2mm

1.5mm

 •   Rating 5A switching S.P.D.T. 

(10A to order)

  •   Long life coil 

 spring mechanism

  •   Solder, PCB, 90° PCB 

mounting or 2.8mm quick 

connect terminals

  •   Button, lever or 

 roller actuators

 •   Anti Solder Wicking

 •   High Quality

 •   Competitive pricing

•    approved

Button

Types of Terminal:

Short Lever Long Lever

Simulated Roller Short Upturned Lever Standard Roler

Standard Lever Wave Lever Extra Long Lever

Extra Long Stepped Lever

Types of Terminal:

Suffix A = Solder

Suffix E = 2.8 quick connect

Suffix F = PCB mount

Suffix G = 90° PCB mount
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CSM405 Series Replaces CSM35 Series
CSM405 Series Terminal Suffix E, F, G Replaces CSM35 Series Terminal Suffix B, C, D Respectfully
CSM405 Series Lever Options 30, 40, 11, 20, 41, 81 Replaces CSM35 Series Lever Options 20, 30, 40, 60, 70, 90




