
Ç§¨Ã¹Õéà»ç¹Ç§¨Ãสุ่มตัวเลข ที่ทำงานคล้ายกับการเสี่ยงเซียมซี โดยใช้การ 
กดปุ่มแทนการเขย่าและมีตัวเลข พร้อมเสียงดังที่ลำโพงบัซเซอร์อีกด้วย 
Ç§¨Ã¹ÕéจึงàËÁÒÐ·Õè¨Ð¹Óä»ãªéà»ç¹วงจรเสี่ยงเซียมซี แทนการเขย่าได้

¢éÍÁÙÅ·Ò§´éÒ¹à·¤¹Ô¤
- ãªˆáËÅ‡§¨‡ÒÂä¿¢¹Ò´ 3 âÇÅ·ì´Õ«Õ
- ขณะทำงาน กินกระแสสูงสุดประมาณ 25 มิลลิแอมป์
- ขณะสแตนด์บาย กินกระแสประมาณ 6 มิลลิแอมป์ (หน้าจอติด)
- ขณะสแตนด์บาย กินกระแสประมาณ 0.01 มิลลิแอมป์ (หน้าจอดับ)
- สามารถเลือกจำนวนการสุ่มได้ตั้งแต่ 1-99
- ¢¹Ò´á¼è¹Ç§¨Ã¾ÔÁ¾ì : 1.87 x 3.42 ¹ÔéÇ
การทำงานของวงจร
แผงผังวงจรแสดงในรูปที่ 1 โดยหัวใจสำคัญของการทำงานในวงจรนี้ 

จะขึ้นอยู่กับตัว IC1 ซึ่งเป็นไอซี ไมโครคอนโทรลเลอร์ เมื่อมีการกดสวิตซ์ 
SW1 ค้างเอาไว้ ตัว IC1 จะทำการสั่งให้หน้าจอดิสเพลย์ทำการสุ่มตัวเลขไป 
เรื่อยๆ พร้อมกับสร้างความถี่ขึ้นมาแล้ว ส่งออกไปทางขา 18 ไปเข้าทราน- 
ซิสเตอร์ TR3 เพื่อทำการขยายสัญญาณให้ออกทางลำโพงบัซเซอร์ต่อไป 
แต่เมื่อทำการปล่อยสวิตซ์ SW1 ตัว IC1 จะส่งคำสั่ง เพื่อให้หน้าจอแสดง 
ตัวเลขที่สุ่มขึ้นมา

¡ÒÃ»ÃÐ¡ÍºÇ§¨Ã
ÃÙ»¡ÒÃÅ§ÍØ»¡Ã³‹áÊ´§äÇéã¹ÃÙ»·Õè 2 ã¹¡ÒÃ»ÃÐ¡ÍºÇ§¨Ã¤ÇÃ¨ÐàÃÔèÁ¨Ò¡ 

ÍØ»¡Ã³ì·ÕèÁÕ¤ÇÒÁÊÙ§·Õè¹éÍÂ·ÕèÊØ´¡èÍ¹ à¾×èÍ¤ÇÒÁÊÇÂ§ÒÁáÅÐ¡ÒÃ»ÃÐ¡Íº·Õè 
§èÒÂ â´ÂãËéàÃÔèÁ¨Ò¡ä´âÍ´µÒÁ´éÇÂµÑÇµéÒ¹·Ò¹áÅÐäÅè¤ÇÒÁÊÙ§ä»àÃ×èÍÂæ 
ÊÓËÃÑºÍØ»¡Ã³ì·ÕèÁÕ¢ÑéÇµèÒ§æ ¤ÇÃãªé¤ÇÒÁÃÐÁÑ´ÃÐÇÑ§ã¹¡ÒÃ»ÃÐ¡ÍºÇ§¨Ã 
¡èÍ¹¡ÒÃãÊèÍØ»¡Ã³ìàËÅèÒ¹Õé¨ÐµéÍ§ãËé¢ÑéÇ·Õèá¼è¹Ç§¨Ã¾ÔÁ¾ì¡ÑºµÑÇÍØ»¡Ã³ìãËé 
µÃ§¡Ñ¹ à¾ÃÒÐ¶éÒËÒ¡ãÊè¡ÅÑº¢ÑéÇáÅéÇ ÍÒ¨¨Ð·ÓãËéÍØ»¡Ã³ìËÃ×ÍÇ§¨ÃàÊÕÂËÒÂ 
ä´é ÇÔ¸Õ¡ÒÃ´Ù¢ÑéÇáÅÐ¡ÒÃãÊèÍØ»¡Ã³ì¹Ñé¹ä´éáÊ´§äÇéã¹ÃÙ»·Õè 3 ã¹¡ÒÃºÑ´¡ÃÕ ãËé 
ãªéËÑÇáÃé§äÁèà¡Ô¹ 40 ÇÑµµì áÅÐãªéµÐ¡ÑèÇºÑ´¡ÃÕ·ÕèÁÕÍÑµÃÒÊèÇ¹¢Í§´ÕºØ¡áÅÐ 
µÐ¡ÑèÇÍÂÙèÃÐËÇèÒ§ 60/40 ÃÇÁ·Ñé§¨ÐµéÍ§ÁÕ¹ÓéÂÒ»ÃÐÊÒ¹ÍÂÙèÀÒÂã¹µÐ¡ÑèÇ ´éÇÂ 
ËÅÑ§¨Ò¡·Õèä´éãÊèÍØ»¡Ã³ìáÅÐºÑ´¡ÃÕàÃÕÂºÃéÍÂáÅéÇ ãËé·Ó¡ÒÃµÃÇ¨ÊÍº¤ÇÒÁ 
¶Ù¡µéÍ§ÍÕ¡¤ÃÑé§Ë¹Öè§ áµè¶éÒà¡Ô´ãÊèÍØ»¡Ã³ì¼Ô´µÓáË¹è§ ¤ÇÃãªé·Õè´Ù´µÐ¡ÑèÇËÃ×Í 
ÅÇ´«ÑºµÐ¡ÑèÇ à¾×èÍ»éÍ§¡Ñ¹¤ÇÒÁàÊÕÂËÒÂ·ÕèÍÒ¨¨Ðà¡Ô´¡ÑºÅÒÂÇ§¨Ã¾ÔÁ¾ìä´é

¡ÒÃ·´ÊÍºáÅÐ¡ÒÃãªé§Ò¹
เมื่อทำการประกอบวงจรเสร็จเรียบร้อยแล้ว ให้ทำการจ่ายไฟตรง ขนาด 

3 โวลต์ เข้าที่วงจร จากนั้นทำการกดสวิตซ์ SW1 ค้างเอาไว้ จะได้ยินเสียง 
ออกมาทางลำโพง พร้อมกับที่หน้าจอจะทำการสุ่มตัวเลข

ทำการปล่อยสวิตซ์ SW1 ที่หน้าจอดิสเพลย์ จะแสดงตัวเลขที่วงจรได้ทำ 
การสุ่มออกมา หลังจากนั้นประมาณ 3 วินาที หน้าจอจะดับลง

จุดจั๊ม J1,J2,J4,J8,J16,J32 และ J64 เป็นจุดเลือกจำนวนการสุ่มตัวเลข 
ถ้าไม่ใส่จุดจั๊มทั้งหมด จะสุ่มตั้งแต่ 1-99 ถ้าต้องการจำนวนอื่นๆ ให้ทำการ 
จั๊มค่าบวกกันไป เช่น ถ้าต้องการ 18 ให้ใส่จุดจั๊ม J2 และ J16 เท่านั้น

ในสภาวะปกติ หลังจากที่กดสวิตซ์แล้วปล่อยสวิตซ์ หน้าจอจะแสดง 
ตัวเลข หลังจากนั้น 3 วินาที ถ้าไม่มีการกดสวิตซ์อีก หน้าจอดิสเพลย์จะดับ

This operation of CODE 190 is the random number circuit. It 
works similar to the esiimsi. But use the push of a bottom to 
display numbers and sound. Instead of shaking wood. This 
circuit is suitable for the esiimsi electronic in the temple.

Technical Specifications
- Power supply : 3VDC.
- Working current consumption : 25mA. max.
- Standby current consumption : 6mA. max. (display on)
- Standby current consumption : 0.01mA. max. (display off)
- Can be select for random the number from 1 to 99.
- PCB dimensions : 1.87 x 3.42 inch.
How to work
The circuit diagram is shown in Fig. 1. The heart of this circuit 

is the IC1 microcontroller. When push and hold switch SW1, IC1 
will be random the number and create the sound. This sound will 
send from pin 18 of IC1 to transistor TR3 for amplify to buzzer. 
When release switch SW1, IC1 will send the number to display 
for showing.

Circuit Assembling
External connecting and fitting are shown in Figure 2. It is 

recommended to start assemble with a lowest component for 
beautifulness and easy assembly. Firstly, diodes, then resistors, 
electrolytic capacitors, transistors and sequence from the lowest 
to the highest. Be cautious during assembly, before fitting any 
devices be assure that the PCB poles and components are 
matched. The components installing is shown in Fig. 3. 
Otherwise, wrong fitting will cause PCB or devices damaged. 
Soldering iron should not exceed 40W., and soldering lead with a 
tin and lead ratio of 60/40 together with a joint solution inside. 
Recheck the assembled circuit for your own assurance. Better use 
a lead sucker or a lead wire absorber in case of misplacing 
component to protect PCB from damaged. 

Testing and Using
When the assembly is completed, supply the power 3VDC to 

the circuit. Push and hold switch SW1 will hear and display 
random numbers on the screen. Release switch SW1, the screen 
will display a random number.

J1, J2, J4, J8, J16, J32 and J64 are the points for seletion of 
random number. If there is no jumper, the circuit will randomly 
number from 1-99. If the user want to operate a range of 
numbers other than 1-99. Using the jumpers connecting as 
desired, i.e; connect J2 and J16, to make a random number range 
from 1 to 18.

NOTE: In normal status, the display will show the number. 
When push and release switch SW1, and the display goes out in 3 
seconds.
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Figure 2.
Circuit Assembling

NOTE:
FUTURE BOX FB04
is suitable for this kit.

Figure 1.
Electronic Esiimsi

Circuit

เซียมซีอิเล็กทรอนิกส์
ELECTRONIC ESIIMSI 

CODE 190 LEVEL 2

RESISTORS
R1 10Ω - brown-black-gold-gold
R2,R6 10kΩ - brown-black-orange-gold
R3,R7-R10,R25-R31 
 5kΩ - green-black-red-gold
R4 2kΩ - red-black-red-gold
R5 56kΩ - green-blue-orange-gold
R11-R17 100kΩ - brown-black-yellow-gold
R18-R24 300Ω - orange-black-brown-gold
CERAMIC CAPACITORS
C1 = 20pF
C3,C4 = 104 or 0.1µF
ELECTROLYTIC CAPACITORS
C2,C5 = 10µF
TRANSISTORS 
TR1,TR2 = C9012
TR3 = C9013
DIODES  D1-D2 = 1N4148
IC IC1 = PIC16F54

R .....Ω

RR

Figure 3. Components Installing
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